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 MODULAR DUST COLLECTOR 
WİTH BAG HOUSE

 FILTRATION UNIT WITH 
METAL CAN UNLOADING

 TECNICHAL SPESIFICATIONS

 TECNICHAL SPESIFICATIONS

 8000m3/H  1700x2600x3100 mm

 12000m3/H  1700x3360x3100 mm

 16000m3/H  1700x3360x3600 mm

 20000m3/H  1700x4180x3600 mm

 24000m3/H  1700x4996x3600 mm

12.000m3/h 2528x1666x4184 mm

20.000m3/h 4250x1756x4160 mm

30.000m3/h 4250x1756x4160 mm

40.000m3/h 6075x2245x4160 mm

50.000m3/h 7890x2245x4160 mm

 DUST COLLECTOR 
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6.000 m3/h  

10.000 m3/h 

 TECNICHAL SPESIFICATIONS

 TECNICHAL SPESIFICATIONS

 Capacity  6000 m3/h

Motor Power 5,5 hp

Dimensions 2000*1500*2750mm

Weight 280 kg

 Capacity  10.000 m³/h

Motor Power 20 hp

Dimensions 2600*2000*2750mm

Weight 340 kg

 DUST COLLECTOR

 AUTOMATIONECONOMICFAST

 AUTOMATIONECONOMICFAST
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2.000 m3/h

 TECNICHAL SPESIFICATIONS

 TECNICHAL SPESIFICATIONS

2.200 m3/h

 Motor Power  2 hp 3000 rpm

Vacuum Velocity 26 m/sec

Filter Quantity 6 pcs

Tan volume 300 lt

Dimensions 800*1350*730 mm

Weight 70 kg

 Capacity  2000 m³/h

Motor Power 2 hp

Motor RPM 3000 rpm

Dimensions 650*2000*230 mm

Weight 50 kg

 DUST COLLECTOR
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 ONLINE UPS / AIR SCREW COMPRESSORS

ONLINE UPS

 BELT DRIVEN TANK MOUNTED 
AIR SCREW COMPRESSORS

 TECNICHAL SPESIFICATIONS

 TECNICHAL SPESIFICATIONS

Power  10kW 15kW 20kW 30kW 40kW 45kW 60kW

 Weight (kg)  100 100 110 120 125 125 130

Dimension (mm)  460 x 805 x 1190

 BELT DRIVEN TANK MOUNTED AIR SCREW COMPRESSORS

 capacity (m³/min) Power  Voltage  Air Outler Dia  Tank Volume  Dimensions

Model 7 10 13 kW/hp volt inch lt mm

ATV-11 DK 1,7 1,3 1,1 Oca.15 400/3 3/4" 530 650 x 2000 x 1600

ATV-15 DK 2,5 2,1 1,75 15/20 400/3 1" 750 810 x 2050 x 1810

ATV-22 DK 3,6 3,1 2,75 22/30 400/3 1" 750 810 x 2050 x 1810

 IGBT PWM Rectifi er & Inverter Technology

DSP Conrol

 Low Input Current THD (<3%)

High Input Power Factor (>0.99)

Backfeed Protection

Advanced Battery Management

Short Circuit and Overload Protection

Parallel Ready

Redundant Power Supply

Power Walk-in for Progressive Rectifi er Start-up when the

Mains is Restored.

Battery Temperature Sensor

Static & Manual Bypass Operation

 AUTOMATIONECONOMICFAST

 AUTOMATIONECONOMICFAST
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ATV D 7,5 kw
ATV D 11 kw

 TANK  AIR DRYER BELT DRIVEN 
SERIES AIR SCREW 

COMPRESSOR

300 Lt. 5,5 Hp
530 Lt. 5,5 Hp
530 Lt. 7,5 Hp
530 Lt. 10 Hp

 PISTON AIR COMPRESSORS 
 BELT DRIVEN TANK MOUNTED AIR SCREW COMPRESSORS
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 HING SLOT DRILLING /    GRADED MITRE SAW

ALYA

LUNA 1

LUNA 2

 Practically adjustable depth

Adjustable and attachable miter system

Practical material backing apparatus

 Cleaning workpiece shavings with air spray

Practically adjustable depth

Adjustable and attachable miter system

Practical material backing apparatus

 Practical vice can be tilted in the desired direction

Zero surface preventing chip penetration

Intermediate cutting

Made of special aluminum profi le, patented miter and backrest system

Additional profi le of required length (optional)

The head is left practical and can be fi xed to the desired degree.

Hing slot drilling machine

Pnömatic hing slot drilling machine

Graded mitre saw machine






